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Ïðè ìîíòàæå, òåõíè÷åñêîì îáñëóæèâàíèè è ýêñïëóàòàöèè çàæèìà 
íåîáõîäèìî ñîáëþäàòü òðåáîâàíèÿ «Ïðàâèë òåõíèêè áåçîïàñíîñòè 
è òåõíè÷åñêîé ýêñïëóàòàöèè ýëåêòðîóñòàíîâîê ïîòðåáèòåëåé».

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

è ìåõàíè÷åñêîãî ñîåäèíåíèÿ îäíîæèëüíûõ è ïðåäâàðèòåëüíî 
ïîäãîòîâëåííûõ ìíîãîæèëüíûõ ìåäíûõ ïðîâîäíèêîâ, ñå÷åíèåì îò 1,0 

2äî 35 ìì  â öåïÿõ ïåðåìåííîãî è ïîñòîÿííîãî òîêà.
Çàæèìû ñîîòâåòñòâóþò òðåáîâàíèÿì òåõíè÷åñêîãî ðåãëàìåíòà 

ÒÐ ÒÑ 004/2011.

ÇÀÏÐÅÙÀÅÒÑß

GENERICA (äàëåå çàæèì) ïðåäíàçíà÷åí äëÿ ýëåêòðè÷åñêîãî 

ÇÀÆÈÌ ÊÎÍÒÀÊÒÍÛÉ ÂÈÍÒÎÂÎÉ ÒÈÏÀ ÇÂÈ

Çàæèì êîíòàêòíûé âèíòîâîé òèïà ÇÂÈ òîâàðíîãî çíàêà 

Ýêñïëóàòèðîâàòü çàæèì, èìåþùèé ìåõàíè÷åñêèå ïîâðåæäåíèÿ 
êîðïóñà.

Ìîíòàæ ïðîâîäíèêîâ ñëåäóåò ïðîèçâîäèòü â ñîîòâåòñòâèè 
ñ ÃÎÑÒ 10434.

Ïðîèçâîäèòü ìîíòàæ (äåìîíòàæ) ñîåäèíåíèé ïðîâîäíèêîâ, 
íàõîäÿùèõñÿ ïîä íàïðÿæåíèåì.

terminal) is intended for electrical and mechanical connection of 

Mounting (dismantling) connections of live conductors.

Screw terminal ZVI type of GENERICA trademark (hereinafter – 

During installation and operation of the connector, follow the regulations set 
out in the "Safety Requirements for Operation of Load-Side Electrical 
Installations".

Use terminals that has mechanical damage of the casing.
IT IS FORBIDDEN

solid and pre-prepared stranded copper conductors with a cross 
2section from 1,0 to 35 mm  in AC and DC electrical networks.
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Òåõíè÷åñêèå äàííûå / Technical data  

Òèïîèñïîëíåíèå / 
Version

Ñå÷åíèå 
ïîäêëþ÷àåìûõ 
ïðîâîäíèêîâ, 

2ìì  / Cross-
section of the 
connected 
conductors, 

2mm

Äîïóñòèìûé 
äëèòåëüíûé 
òîê, À / 
Permissible 
continuous 
current, A

Ìàêñèìàëü-
íûé êðóòÿùèé 
ìîìåíò íà 
âèíòîâîì 
çàæèìå, Í·ì / 
Screw terminal 
torque, N·m, 
max

Íîìèíàëüíîå 
íàïðÿæåíèå, 
Ue, Â / Rated 
voltage, Ue, V

Íàïðÿæåíèå 
ïî èçîëÿöèè, 
Ui, Â / 
Insulation 
voltage, Ui, V

Öâåò / Color

ÇÂÈ-3 / ZVI-3 1,0-2,5 3 0,6 450 3 000 Ïðîçðà÷íûé / 
TransparentÇÂÈ-5 / ZVI-5 1,5-4 5

ÇÂÈ-10 / ZVI-10 2,5-6 10 1,7

ÇÂÈ-15 / ZVI-15 4-10 15 2

ÇÂÈ-20 / ZVI-20 4-10 20

ÇÂÈ-30 / ZVI-30 6-16 30 2,5

ÇÂÈ-60 / ZVI-60 6-16 60

ÇÂÈ-80 / ZVI-80 10-25 80 3

ÇÂÈ-100 / ZVI-100 10-25 100

ÇÂÈ-150 / ZVI-150 16-35 150 4

Òåõíè÷åñêèå äàííûå (ïðîäîëæåíèå) / Technical data (continuation)

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Êëàññ çàùèòû îò ïîðàæåíèÿ ýëåêòðè÷åñêèì òîêîì 
ïî ÃÎÑÒ Ð 58698 (IEC 61140) / Protection class against 
electric shock IEC 61140

0

 IP20

Ãðóïïà ìåõàíè÷åñêîãî èñïîëíåíèÿ ïî ÃÎÑÒ 17516.1 Ì3

      

Ñîïðîòèâëåíèå èçîëÿöèè, ÌÎì, íå ìåíåå / Insulation 
resistance, MOhm, not less

5

Êîìïëåêòíîñòü / Completeness of set
Terminal – 10 pcs. (for group packaging)
Çàæèì – 10 øò. (íà ãðóïïîâóþ óïàêîâêó) / 

Ðåìîíòîïðèãîäíîñòü / Repairability Íåðåìîíòîïðèãîäíû / Non-repairable

Ìàòåðèàë òîêîâåäóùèõ ÷àñòåé / Current-carrying parts 
material

Ëàòóíü / Brass

   

+25

98‒ 25

+85
+15

75

‒ 45

+50
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Òåõíè÷åñêèå äàííûå (ïðîäîëæåíèå) / Technical data (continuation)

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

      

Óòèëèçàöèÿ / Disposal Â ñîîòâåòñòâèè ñ òðåáîâàíèÿìè çàêîíîäàòåëüñòâà íà 
òåððèòîðèè ðåàëèçàöèè / In accordance with the 
requirements of the legislation in the territory of sale

Ñðîê ñëóæáû, ëåò, íå ìåíåå / Service life, years, not less 5

Ãàðàíòèÿ (ñî äíÿ ïðîäàæè), ëåò / Warranty (from the date of 
sale), years

1

+15

75

+25

98‒ 45

+50

Ãàáàðèòíûå ðàçìåðû / Overall dimensions

Âèä ñâåðõó / Top view

Àðòèêóë / Order code Ãàáàðèòíûå ðàçìåðû, ìì / Overall dimensions, mm

C L W H A B

UZV10-003-D25-K01-10-G 3 91.3 15.6 12.8 5.35 7.7

UZV10-005-004-K01-10-G 3.2 108 15.4 12.6 5.35 9.3

UZV10-010-006-K01-10-G 4 128.6 19.7 14.7 7.05 11

UZV10-015-010-K01-10-G 4.2 127.5 21.1 17 8.8 11

UZV10-020-010-K01-10-G 4.4 134 22 17 8.8 11.35

UZV10-030-016-K01-10-G 4.7 165 23.8 18.3 9.8 14

UZV10-060-010-K01-10-G 6.3 189.5 30.6 24.3 12.7 16.2

UZV10-080-025-K01-10-G 7.4 202 36.8 28.5 14.4 16.9

UZV10-100-025-K01-10-G 7.5 230 39 32.6 15.7 19.6

UZV10-150-035-K01-10-G 8.9 255 43.6 35.3 19.3 21.4
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FeÈçäàíèå / Version 1
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